
Brenntag Product # 87305 

TerraCair Ultrapure Diesel Exhaust Fluid 

Bulk 

• Diesel Exhaust Fluid 

• Meets AUS 32, ISO 22241 and DIN 70070 Specification 

• Weight — 9.1 lbs per gallon 

• 32.5%  automotive grade urea/DI Water 

• Clear 

• Crystallizes at 12°F 

• Ideal Storage 23 °F to 86°F 

• Bulk delivery can be made into a Brenntag 330 gallon IBC 

• Receiving locations will need to have adequate access for 

trucks.  The unloading pipes should be 2” with a terminating 

valve and OPW fitting.  The line should be capped when not in 

use.   

• Outdoor storage should be heated or vented to insure the prod-

uct is not subjected to extended periods outside the ideal storage 

temperatures.   

• Pumps and other devices that make contact with the DEF 

should be of compatible materials such as stainless steel  or 

polyethylene. ( A detailed list of compatible materials can be 

• Hand pump with 19mm nozzle rated for DEF 

• Electric pump  with 19mm nozzle rated for DEF 

• Heated storage enclosure for outdoor use.  

• 1.000 gallon mini bulk outdoor storage system. 

 

DEF is designed for use in diesel engines with SCR technology.   

Equipment Options (sold separately) 

DEF Information 

Chemical Data 

Delivery Information  


